19991007.ba v02_n693.bam.991007 


>From ???@??? Fri Oct 08 06:10:37 1999 

Message-Id: <199910072100.d97L0KZ10645@sco.theporch. com> 
Date: Thu, 7 Oct 1999 15:59:30 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2693 


BOATANCHORS Digest 2693 
Topics covered in this issue include: 


1) RE: Jack covers 
by "Ed Sieb" <sieb@sympatico.ca> 
2) RE: Jack covers 
by "Ed Sieb" <sieb@sympatico.ca> 
3) The scales fall from my eyes.. 
by Morris Odell <morriso@vifp.monash.edu.au> 
4) Re: Jack covers 
by Jack Antonio <dia@dia.reno.nv.us> 
5) Stuff 
by Tom Smith <tsmith@hal-pc.org> 
6) Stuff 
by Tom Smith <tsmith@hal-pc.org> 
7) HQ-180 Sabotage 
by James Hanlon <knjhanlon@uswest.net> 
8) Re: ARC-5 Receiver ... and Ozone 
by "David L. Stinson" <arc5@ix.netcom.com> 
9) Re: ID of call letters 1940s ?? 
by Hue Miller <kargokult@proaxis.com> 
10) Re: 2692 
by Jderm740@aol.com 
11) Re: ID of call letters 1940s ?? 
by Dick Dillman <ddillman@igc.org> 
12) First QSO in 30 Years 
by Dick Dillman <ddillman@igc.org> 
13) Re: Ozone 
by Ralph Parker <rparker@istar.ca> 
14) BA's in ABQ or PHX? 
by "Mike Warren" <w5maz@earthlink.net> 
15) Re: ID of call letters 1940s ?? 
by WOEOM@aol.com 
16) What is "FORBIDDEN MESSAGE FORMAT"??? 
by listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists) 
17) Re: BA's in ABQ or PHX? 
by mblairi@home.net 
18) BA or Surplus palces in the Seattle, WA area? 


by "Owens, Clarence" <clare.owens@otis.com> 
19) VLF DX on a RBA 

by "John Gibson" <gibsonj@mindspring.com> 
20) R390 covers 

by "Prof. Arthur I. Larky" <ailO@lehigh.edu> 
21) RBB - what is B+ current draw spec? 

by Richard Post <post@ouvaxa.cats.ohiou.edu> 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Jack covers 
Date: Wed, 6 Oct 1999 17:07:07 -0700 
Message-ID: <LOBBJHOLOOHLIPLONIAFIEKDCAAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Arden Allen said: 


> Our friends at Hammond Electronics have 21 model 515 jack covers. At 
> ONLINECOMPONENTS.COM there are 95 of the 520 covers. I don't know which 
> one you want, Ben. Have fun. 


I'm not sure (I don't have the catalog before me,) but I think one model is 
for 1/4" jacks, and the other for 3/16" jacks. 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Jack covers 
Date: Wed, 6 Oct 1999 17:27:59 -0700 
Message-ID: <LOBBJHOLOOHLIPLONIAFEEKECAAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


No, I'm mistaken. 

According to their on-line catalog, the 515 is Black, and the 520 is Gray. 
I guess they all will fit both sizes of jack. 

Available in all suitable colors too: Olive Drab, Boat-anchor Gray, or 
Boat-anchor Black, and shiny Nickle-Plate. 


I'm tempted to buy some, though I have no equipment that needs em. 
(I suppose I could put them on my 5193. ... Nah...) 
Ed Sieb 


Message-ID: <37FBD6C9.15BO55BF@vifp.monash.edu.au> 
Date: Thu, 07 Oct 1999 09:10:01 +1000 

From: Morris Odell <morriso@vifp.monash.edu.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: The scales fall from my eyes.. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Barry L. Ornitz wrote: 


> Finally let me point out that the classic pictures of Nickola Tesla in his 
> lab with "lightning" all around were double exposures made for publicity 
> purposes. They ARE impressive. 


Oh dear.. the idol has feet of clay. This has shattered a myth I gladly 
believed in since I was a kid. 


73 


Morris 


Message-ID: <37FBF571.1965@dia.reno.nv.us> 
Date: Wed, 06 Oct 1999 18:20:49 -0700 

From: Jack Antonio <dia@dia.reno.nv.us> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Jack covers 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Ed Sieb wrote: 

> 

> Ben, G4BXD said 

> 

> > I am looking for several phone jack covers, the little 

> > lift up lids that fit over the phone and mic jacks on many 
> 

> 

> 


> sets. 


Switchcraft still makes and sells these. 


> 
> 73, 
> Ed 


Good evening all, 


I bought some of these from Newark a year or so ago, and found they 
are not exactly the same as the covers on the WWII equipment, like 
a BC-348. They are a little bigger in diameter, a little taller, 
and look like they have a more positive seal when closed. If you 
are looking to replace the covers on a BC-312 for example, I doubt 
if you could get all five to fit, if you could, it would be tight. 


73 


Jack Antonio WA7DIA 
dia@dia.reno.nv.us 


Message-ID: <37FBB756.32BOA5B9@hal -pc.org> 

Date: Wed, 06 Oct 1999 20:55:50 +0000 

From: Tom Smith <tsmith@hal-pc.org> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Stuff 

Content-Type: multipart/mixed; boundary="------------ 15744QBDAAFD4CD828C27048" 


This is a multi-part message in MIME format. 
pita one 157440BDAAFD4CD828C27048 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


SSeeocseseees 157440BDAAFD4CD828C27048 
KKK KKK KKK KK KKK 


FORBIDDEN MESSAGE FORMAT x 
* 

rest of message truncated * 
* 

* 


KKK KKK KK KKK KK 


Message-ID: <37FBB984.CDCCC2D4@hal-pc.org> 
Date: Wed, 06 Oct 1999 21:05:08 +0000 

From: Tom Smith <tsmith@hal-pc.org> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Stuff 
Content-Type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 


Hi all! 
Sorry, I guess my attachment didn't attach. 


Well, I missed Belton. BUMMER! That is one of the best fests in Texas. 
I had to spend a few days offshore. I rarely have to go offshore but 
when I do it never fails to happen on some hamfest weekend. I also had 
a load of stuff to unload from the truck. The bottom line is that the 
equipment is still available. In addition, I have a Nice Johnson 500 
that I am also selling but of course would rather local pickup or 
deliverable to a reasonable distance. 


Johnson 500 fi Very nice unit with iElectric Radioi reversable audio 
Mods and a copy of the manual. 


Johnson Valiant - extremely nice unit with the "Electric Radio" 
reversable audio mods. Sounds Good w/manual copy 


Johnson HF Mobil TX - looks good but the cabinet has been painted 
(nicely). Front panel and chassis very nice. I think I have 
a manual for this one. 


Johnson 6n2 transmitter - nice shape 


Collins 75A4 - Extremely nice receiver recapped by Mike Palmer 
w/manual copy 


Collins 32V2 - Extremely nice transmitter - All original w/manual 
copy 


Several Collins KWM-2As 
If interested, please drop me a email. 


73 Tom N5SAMA 


Message-ID: <37FCO2AF.BEE895EC@uswest.net> 
Date: Wed, 06 Oct 1999 20:17:19 -0600 

From: James Hanlon <knjhanlon@uswest.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HQ-180 Sabotage 

Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 
All y'all, 


(I'm told by a Texan of my acquaintance that "All y'all" is 
the correct plural for "y'all.) 


I just lately discovered one last, I hope, piece of sabotage 
in my HQ-180. The previous owner had set the bfo knob on 
the capacitor shaft so that when the dot on the knob lined 
pu with the center frequency, the capacitor was all the way 
closed! Obviously that is not what Hammarlund intended. I 
realigned the knob so that when the pointer is on the +3 kc 
mark, the condenser is all the way closed. Is this correct, 
or should it be closed at the -3 kc mark? I'd appreciate an 
HQ-180 owner having a peek and letting me know. 


In case you're interested, the other piece of sabatoge was a 
small value mica condenser soldered across the 15.35 to 30 
mc oscillator coil. No adjustment I could make would get 
the oscillator anywhere near aligned on the high end of that 
range, and it wasn't until I looked around carefully did I 
find the added capacitor that was fouling things up. Wonder 
why the previous owner did it? 


Oh well, thanks in advance for the help. 


Jim, W8KGI 


Message-ID: <37FCOQOQB7.E3CB12D1@ix.netcom.com> 
Date: Wed, 06 Oct 1999 21:08:55 -0500 

From: "David L. Stinson" <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: ARC-5 Receiver ... and Ozone 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Stanley A Mcintosh <mcintos@basf-corp.com> wrote: 


>Just picked up an ARC-5 receiver.... 

> The front panel connector cover is broken... 

I'm not sure what you mean here. 

Assuming the unit does not have an unusual accessory drawer, 
the only "connector" on the front should be the antenna. 
There is a connector within the drawer in the bottom 

center of the front panel. There is a photo of 


how the front of this receiver should look 

at www.arc5.com. 

If the accessory drawer has been destroyed, I can supply 
a replacement for a small amount, plus a pledge that the 
drawer will not be drilled and stripped for controls, 
which should be connected through the rear connector 

and installed in the 24 VDC supply. 


> The VFO tuning knob is gone... 

The units were designed to either be remotely tuned from the pilot's 
position via a spline cable which engaged the threaded collar, 

or to be "lock-tuned" on the ground and not adjustable in flight. 
Factory tuning knobs are scarce. Improvision is the answer. 


> ...where to get connection information for the front and rear 
> connectors... as well as connectors, themselves. 

Rear connector, viewed from the rear of the radio: 

Open space up. Start at the right and count clockwise: 
1. Ground 

. Audio Out, either 4000 or 300 ohms 

. Gain control (50 K to ground) 

BFO on/off (SPST to ground) 

. Screen voltage (test point only) 

+24-28 VDC (2 amps) 

(center pin) B+ test point (from dynamotor) 


NO oO BW ND 


Connector in the front adapter drawer: 
Eight pins, counted COUNTER-clockwise, 
jumper pins 6 and 7. The adapter drawer will do this. 


Connectors for the rear occasionally surface, but you'll 

do better to look around for a rack. They aren't too hard 
to find these days and sell for between $25 and $40 at fests. 
If not, you can improvise here as well 

by removing the miniature banana pins from a junker 

receiver. You can make a pretty good connector from 

one of the RF coil plugs. 

I can send you a junker for the costs of shipping. 


> Is white lithium grease suitable for the dynamotor bearings? 

You need a good high speed bearing grease. White Lithium won't do. 
I use a synthetic wheel bearing grease from Mobil Oil Company 
available at any of their stations. It's purple. 

Clean the old, stiff grease out and repack with this stuff. 

Don't lose the shims- they must go back in just as they came out. 


> Is this tuning knob the same as the one 
> for the transmitter? 


Transmitter tuning knobs are secured via a spline set screw 
and do not fit the receivers. 


> Someone put masking tape on the rear of the unit about a thousand 

> years ago, and the adhesive is now working too well; the tape is not 
> releasing, at all. Any hints for removal? 

I wouldn't use the harsh chemical removers. They'd remove the 

factory markings from the rear of the unit as well. 

Set the unit with it's rear skirt up. 

Wet a sponge and ring it out so it is damp, but not "drippy." 

Leave the sponge on the masking tape over night. Two or 

three treatments may loosen the tape where you can remove it. 

If not, the chemical stuff like "Goof-Off" may be your only answer. 


Good luck with it. 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


Message-Id: <3.0.5.32.19991006202332.007df370@proaxis.com> 
Date: Wed, 06 Oct 1999 20:23:32 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Hue Miller <kargokult@proaxis.com> 

Subject: Re: ID of call letters 1940s ?? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hello Ladies and Gentlemen, and all the ships at sea....... * 


I am looking at a coil from an HRO-5TA1, which receiver i believe came from 
a ship of the Libby & McNeil Seafood company ( i believe this is the name 
of the now extinct firm... ) 


It has the logging chart marked with 


WXF J quoted chart number approx equivalent to approx 3.5 and 6.6 Mc/s 
KFS " approx 6.25 

KLB 5960 kc/s 

KBNU 5995 kc/s 

also written 5622 and 5652 kc/s with no station name 


so, #1 what were these stations? and #2 is there enuff evidence here to 
delineate 


the time frame of use? 


And, for bonus points for advanced researchers: i was looking last nite at 


some 
photos taken by a Navy antenna rigger in Asia, ca. 1937. All but one ( towers 
at Tsingtao, China ) are unidentified. But some show Navy signs, like for 
Miravales 

Philippines. Several have views of xveryx large towers at maybe Corregidor?? 
with cross beams at the very top. Most of the Navy buildings are light wood 
construction, up on stilts, with big, breeze catching windows, but there's one 
shot of a huge stone pavilion or palace type (radio?) building, looking 

more like 

the huge broadcast establishments one saw in Europe at this time. Any ideas, 
idendifying keys, or references i could consult to view more of these areas? 
Also, photo restoration, how good is it for restoring details that are fading 
away? 

[ Also interestingly enuff, the Japanese invasion forces published a large 
"coffee table" type book 1942 in the Philippines, one of the photos shows 
Japanese ground to air radio operators set up and working in one of these 

same USNavy wooden frame buildings, using a mix of field portable battery 
receivers and dynomotor operated equipment ] 

Tnx de Hue Miller KA7LXY 

*did i quote this right? 


From: Jderm740@aol.com 

Message-ID: <Q. bfc8£6b1.252d7968@aol . com> 
Date: Thu, 7 Oct 1999 00:19:52 EDT 

Subject: Re: 2692 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: boatanchors@theporch.com 

MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Robert 


Back in the sixties there was a company in NYC, Harvey (?) that sold 
converter kits for the Arc-5 receivers. It fit in place of the dyno an I 
think it also included a tuning knob. The knob had a knurled outer diameter 
and a broached center shaft that fit the spline of the tuning shaft. I'll bet 
I still have one of those buried someplace. 


Jack McDermott 


Message-Id: <3.0.5.32.19991006210045 .007ad6£0@pop.igc.org> 
Date: Wed, 06 Oct 1999 21:00:45 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dick Dillman <ddillman@igc.org> 

Subject: Re: ID of call letters 1940s ?? 


Mime-Version: 1.0 
Content-Type: text/plain; charset="us-ascii" 


At 08:23 PM 10/6/99 -0700, you wrote: 


>WXFJI quoted chart number approx equivalent to approx 3.5 and 6.6 Mc/s 
>KFS Y approx 6.25 

>KLB 5960 kc/s 

>KBNU 5995 kc/s 

>also written 5622 and 5652 kc/s with no station name 

> 

>so, #1 what were these stations? and #2 is there enuff evidence here to 
>delineate the time frame of use? 


The HRO probably dates the time of use as well as anything. As to the call 
letters WXFJ and KBNU are those of ships. Unfortunately the ITU List of 
Ship Stations is indexed by ship name, not call letters. So, while those 
calls are probably somewhere in my 1966 edition finding them would be a 
daunting task. 


KFS is the current Globe Wireless station south of San Francisco (no longer 
active on Morse), formerly of ITT and Mackay. KLB near Seattle is now a 
Globe Wireless station, formerly an independent and before that an ITT 
station. When I visited them several years ago before they were taken over 
by Globe and remoted to KFS they were a one man operation using home brew 
transmitters. The most amazing station in this regard that I visited was 
WSC in Tuckerton, NJ. A far cry from the WSC or RCA days this station used 
Drake R-7 receivers on what I remember as card tables with Henry 
transmitters in the next room. 


Regarding the frequencies listed none of them are assigned to KFS or KLB 
but may have been Morse calling and/or working frequencies. If so the band 
segment assigned for this purpose was different at that time since the 
currently the 6Mc. calling frequency band for Morse is from 6277.0 to 
6280.5kc/s and the working frequency band is from 6285.0 to 6300.0kc/s. 


Regards, 


Dick 


Dick Dillman, W6AWO 
Chief Operator at K6KPH of the Maritime Radio Historical Society 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Message-Id: <3.0.5.32.19991006214724 .007b27cO@pop.igc.org> 


Date: Wed, 06 Oct 1999 21:47:24 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Dick Dillman <ddillman@igc.org> 

Subject: First QSO in 30 Years 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Careful readers of these pages may recall that I'm involved (along with Tom 
Horsfall, WA60PE) in the restoration of RCA Radiomarine 4U radio console 
from the WWII Victory ship SS Rider Victory. The entire console from 
autoalarm to emergency transmitter including the HF and main transmitters 
and receivers in between have been returned to operational status. The 
console is to be part of a permanent exhibit on maritime communications at 
the San Francisco Maritime Museum. 


On 23 September we disassembled the console into its component panels and 
trundled each one out to the sidewalk in front of the museum. Then, using 
a crane, we hoisted each panel to the second floor roof and from there into 
the replica of the ship's radio room that will be their permanent home. We 
held our breath for a moment but... yes!... each panel mounted perfectly on 
the mounting frame in the floor that had been fabricated according to the 
original blueprint. 


The radio room is an amazingly accurate reporduction of the original. The 
poured concrete deck and the overhead have the sale slope they did on the 
ship. Welding beads have been accurately re-created. The door to the 
battery room, although false, looks just as if it was cut with a torch from 
the bulkhead - which the original was. Even the stains on the floor of the 
original radio room have been re-created with evidence that a little pool 
of... something... once accumulated in the outboard corner of the room. 


On Monday of this week Tom and I attached the operating table to the 
console and rigged the transmitting and receiving antennas (a long wire and 
a doublet just as in the original instllation, made with the original 
insulators). 


We threw the transfer switch to the HF transmitter and started the 
motor-generator. This runs on 120VDC and provides high voltage for the 
transmitter plates (a pair of 813s) and AC for the filament transformer. 
In better days it provided 500cps to a modulation transformer for A2 
operation but this, alas, was removed in some long ago update. The 
motor-generator and it came up to speed in steps with the clockwork 
governing mechanism clicking away just as it should. We adjusted the 
rheostats for 1400V HV and 10V for the filaments. All seemed well. 


We engaged crystal position number 1 (now re-crystaled for 7037kc/s, our 
primary operating frequency) and keyed the transmitter. We carefully 


adjusted the buffer, plate tuning, antenna inductance and other controls 
watching for grid drive on one meter and a dip in plate current on another. 
A glance at the RF Ammeter showed movement. Further adjustments showed 
some real power. There was only one thing left to do: call CQ. 


The 40m band sounded very active. Perhaps that was because the receiver is 
quite broad so I was hearing many more stations at once than I'm used to, 
even on my BA receivers. Nevertheless I plunged ahead and rapped out a 
snappy 4 x 3 CQ with the original straight key screwed to the operating 
table and signed. I was answered by KB6JMJ/6, Tom, in a trailer in Big 
Sur, CA. When I told him what he was listening to he understood 
immediately and had many questions to ask. But the main thing was that Tom 
was the first QSO this equipment had had in more than 30 years. Thanks, 
Tom, for being there. 


After signing with Tom I was called by N5XPZ, Bill in San Antonio, TX. He 
had been reading the mail and wished us the best. 


By this time several folks had been drawn up the the unfinished radio room 
from the museum social event below. Clearly there were radiomen among them 
as I heard appreciative chuckles from time to time over the audio from the 
receiver and the whine of the MG set. They said later thay had stopped in 
the middle of cocktails downstairs as those two sounds reached their ears. 


Finally we shut down. I looked around at nothing but smiles. It was a 
great night - an absolutely great night. 


Vy 73, 


Dick/"RD" 


Dick Dillman, W6AWO 
Chief Operator at K6KPH of the Maritime Radio Historical Society 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Message-Id: <3.0.5.32.19991004223346.007b9b40@istar.ca> 
Date: Mon, 04 Oct 1999 22:33:46 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ralph Parker <rparker@istar.ca> 

Subject: Re: Ozone 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>03 is the most chemically active molecular form of oxygen. That's the 


>reason it is used as a bleach. Ozone is also used as a disinfectant, 
Sdceate sé it kills! A low dosage level over prolonged periods is what we are 
>concerned about.... 


Seems to me that there is a lot of discussion hereabouts concerning the use 
of ozone instead of chlorine for water purification in our public water 
distribution systems. I'll be paying more attention. 


VE7XF 


Message-ID: <005701bf£10bc$46a863cO$ccc61b26@mikewarr> 
From: "Mike Warren" <w5maz@earthlink.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BA's in ABQ ox PHX? 
Date: Thu, 7 Oct 1999 07:05:39 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


Greetings All, 


Am going to be in Phoenix and Albuquerque next week . 
Any recommended BA sites/emporiums and/or anybody have BA gear 
they might want to find a new home for? 


Thanks, 

Mike Warren W5MAZ 
15533 Sandhill Circle 
Eden Prairie, MN 55347 
612-934-0159 


From: WOEOM@aol.com 

Message-ID: <Q.a63dd57.252e03f£9@aol.com> 

Date: Thu, 7 Oct 1999 10:11:05 EDT 

Subject: Re: ID of call letters 1940s ?? 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: boatanchors@theporch.com 

MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Hue - I would guess that the towers in the Phillipines were part of the 500 
KW Arc station at Cavite, built during WW 1. I have seen pictures of similar 
towers at the San Diego sister station , which ran 200 kw. 


73, Will santa Clara, CA 


Message-Id: <199910071420.d97EKCU28728@jackatak.theporch. com> 

From: listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists) 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: What is "FORBIDDEN MESSAGE FORMAT"??? 

Date: Thu, 7 Oct 1999 9:20:11 -0500 (CDT) 


Gang- 


I am NOT picking on Tom... just using his comment as the basis for a 
short explanation... 


On Wed, 06 Oct 1999 Tom Smith <tsmith@hal-pc.org> wrote: 
> Sorry, I guess my attachment didn't attach. 


Nope, it sure didn't.. NO ONE's attachments will make it through to 
the list! So, just don't so it... 


If you all recall, each month I have sent out a reminder that only 
plain text postings should be sent through the BoatAnchors list... the 
reasons are many and varied, but it is just good ettiquete for a large 
email list with international members and who knows what kinds of mail 
readers... 


Since most mailers just default to settings that give the list 
problems, and because we have experienced a few "problems" when 
attachments of HUGE size were sent through the list, Phil and I 
developed a filter that was fine tuned very nicely by one of our 
members... 


The filter detects Attachments, it detects vcards, it detects HTML 
("pretty print") and when it finds one of those affending formats, it 
TRUNCATES the rest of the message (in Tom's case, ALL his message) and 
substitutes the rather descriptive: 


KKK KK KK KKK KKK 
FORBIDDEN MESSAGE FORMAT 


rest of message truncated 


+t + + OF 
+t + OF 


KKK KKK KKK KK KK 


This is quite effective, and several posters has sought help after 
having one of their posts show up with this at the end, and have 
modified their mailer settings and behaviors to avoid the dreaded 


"BOX" ;4) 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 


Message-Id: <199910071448 .HAAQ0994@cx689895-a.msnv1.occa.home.com> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: BA's in ABQ or PHX? 

Date: Thu, 07 Oct 1999 07:48:58 -0700 

From: mblairi@home.net 


"Mike Warren" <w5maz@earthlink.net> wrote: 

> Am going to be in Phoenix and Albuquerque next week . 

> Any recommended BA sites/emporiums and/or anybody have BA gear 
> they might want to find a new home for? 


When I was in the Phoenix area a couple months ago, I found a stash of 
BX-53-D spares boxes for the AN/GRC-9 ("Angry Nine") way in the back 
of an army surplus store in Mesa: 


Larada's Army Surplus Store 
764 W Main St 

Mesa, AZ 85201-7207 

Phone: 602-834-7047 


The boxes were $8.95 each, and looked unused but a bit scuffed from 
years of stacking, groping, etc. I didn't see any other BA gear on my 
trip. 


Mark J. Blair, KE6MYK <mblairi@home.net> 

PGP 2.6.2 public key available from http://pgp.ai.mit.edu/ 
Web page: http://www.qsl.net/ke6myk/ 

DO NOT SEND ANY UNSOLICITED COMMERCIAL EMAIL TO THIS SITE 


Content-return: allowed 

Date: Thu, 07 Oct 1999 11:27:44 -0400 

From: "Owens, Clarence" <clare.owens@otis.com> 
Subject: BA or Surplus palces in the Seattle, WA area? 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFJ800AKIPOBU8@mailman.otis.com> 
MIME-version: 1.0 

Content-type: text/plain 


Hi All, 


My son Bill, N2RKL, is going to Seattle for 6 days. Are there any BA or 
electronic surplus places he should be aware of? 


Thanks, 


Clare Owens N2RJB 
n2rjb@arzrl.net 


Message-Id: <199910071723 .NAA32174@smtp10.atl.mindspring.net> 
Date: Thu, 07 Oct 1999 10:26:56 +0100 

Subject: VLF DX on a RBA 

From: "John Gibson" <gibsonj@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-version: 1.0 

Content-type: text/plain; charset="US-ASCII" 
Content-transfer-encoding: 7bit 


I would like to try long distance reception at VLF on a RBC receiver. 
After reading up on Beverages, rhombics, snakes and large shielded tuned 
loops with preamps, I am of the mind that the last antenna mentioned is the 
way to go. 

It seems that the signal to noise ratio will be set by that in the loop 
and having an extra low noise preamp will not be neccessary seeing that the 
noise level is high at those freqs. Is this a reasonable system to try? 

John Gibson. 


P.S. Am still restoring my swap meet National RAO. Does anyone have an ID 
plate for one, to sell or trade? 


Message-ID: <37FCAC99.2CD1@lehigh.edu> 

Date: Thu, 07 Oct 1999 14:22:48 +0000 

From: "Prof. Arthur I. Larky" <ail0@lehigh.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: kn6édi@groupone.net 

Subject: R390 covers 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I received my R390A covers from Hank Arney (KN6DI) this morning. To 
quote my wife, who has no interest in these things, "they are 
magnificent". Once again, my membership on this list has enabled me to 
meet truly wonderful and helpful people and has been a great asset. 


My thanks to Hank and all of the others who have helped me out in one 
way or another. 
Art K3HBA 


Message-Id: <v03007801b422c5330a5b@[132.235.46.14]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Thu, 7 Oct 1999 16:58:59 -0500 

To: Old Tube Radios <boatanchors@theporch. com> 
From: Richard Post <post@ouvaxa.cats.ohiou.edu> 
Subject: RBB - what is B+ current draw spec? 


Anchorites, 

Does anyone have the power supply spec on the separate power supply for the 
RBB? The correct power supply draws 100 watts according to my info. Can 

I assume 250 volts or so for B+, and just add up the tubes to get the 6.3 
filament requirements? Or does this thing have multiple voltages in the 

P. S. (such as the SP-200/BC-779 separate supply with 380, 250, 100, -50) ? 
Thanks, 

Rich 


Boatanchor Pix website - KB8TAD 
http: //oak.cats.ohiou.edu/~postr/bapix/ 


End of BOATANCHORS Digest 2693 
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